LAST REVISED:01/2022

SIDEWALK PER COK STD. PLAN
NO CK-R.23.

EXPANSION JOINT REQUIRED AT
BACK OF SIDEWALK IF ABUTTING
CONCRETE DRIVEWAY

UTILITY/PLANTER STRIP

EXPANSION JOINT

SINGLE FAMILY DRIVEWAY WITH PLANTER STRIP

NOTES:

1. ALL DRIVEWAYS AND WHEEL CHAIR RAMPS MUST BE DESIGNED TO MEET ADA STANDARDS. USE WSDOT
STANDARD PLANS FOR LAYOUTS NOT SHOWN ON THIS PLAN WITH CLASS 4,000PSI CONCRETE FOR ALL

STANDARD PLANS.
WWW.WSDOT.WA.GOV/DESIGN/STANDARDS/PLANS.HTM
2. LANDING SHALL BE A MINIMUM OF 5' BY 5'.

3. EXPANSION JOINT SPACING NOT TO EXCEED 10'.

CITY OF KIRKLAND

PLAN NO. CK—R.21

o KRg,
&% DRIVEWAYS AND
WHEEL CHAIR RAMPS

w CITy

NG



AutoCAD SHX Text
CITY OF KIRKLAND

AutoCAD SHX Text
PLAN NO. CK-

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
T

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
C

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
W

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
Y

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
N

AutoCAD SHX Text
D

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
LAST REVISED:

AutoCAD SHX Text
01/2022

AutoCAD SHX Text
DRIVEWAYS AND

AutoCAD SHX Text
WHEEL CHAIR RAMPS

AutoCAD SHX Text
R.21


	Sheets and Views
	Layout1


